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. INDEXED
. Document Number GROUNDWATER USE RESTRICTION / : 787117
Declaration of Restrictions < VOL./AA0 PAGE AR0- A
In Re: s
2&,,«,&6 ¢ Talgotions

Part of the SE ' of the SE Y, of Section 3, T25N, R9W, Town of Pleasant

Valley, Eau Claire County, Wisconsin; further described as being Lot 1 of . .

the Certified Survey Map recorded in the office of the Register of Deeds 00 JUL 12 AfM 11 30 -
for Eau Claire County, Wisconsin on December 11, 1995 as Document » .
Number 691165, in Volume 6 of Certified Survey Maps, Page 242. EAU CLALAE UNTY

RESISTIA 07 2020
Recording Area

Commencing at the southeast corner of said Section 3: Name and Return Address

Thence N 89°07°24”W, on the south line of said section, 925.82 KOCH 5%@9&“ nfet

feet to the point of beginning: Thence, continuing, N89°07°24"W, MR. GREG SCHRAR

400.10 feet to the southwest corner of said southeast one quarter of | PO BOX 64596

the southeast one-quarter: Thence N 02°09°08”E on the west line ST. PAUL, MN 35164-0596

of said southeast one quarter of the southeast one quarter, 830.39 50

feet: Thence S 89°08°25”E, 400.10 feet: Thence S 02°09°08”W, )00( /’%‘ MA

830.51 feet to the point of beginning.

Parcel contains 3321.80 square feet, or 7.63 acres, more or less, CSM 5607-20-178

including road right-of-way. Parcel Identification Number(PIN)

STATE OF WISCONSIN )
) SS
COUNTY OF _Eau Claire )

WHEREAS, Koch Petroleum Group, L. P. is the owner of the above-described property.

WHEREAS, one or more petroleum product discharges have occurred at
this property. Petroleum contaminated groundwater above NR
140 enforcement standards exists on this property at the following location(s) as shown in the attached Figure 1:

RW-1: 1600 ppb benzene, 8400 ppb toluene, 780 ppb ethylbenzene, 5100 ppb xylenes, 1260 ppb (1,2,4) (1,3,5)-trimethylbenzene,
"~ 270 ppb napthalene

RW-3: 560 ppb benzene, 1700 ppb toluene, 1100 ppb xylenes, 95 ppb naphthalene

and petroleum soil contamination above Generic Clean-up Standard for GRO and PVOC in NR 720 and residual PAH
contamination in the following locations as shown on the attached Figure 1:

RW-1: @ 9°0” - 570 ppb GRO, 7900 ppb benzene, 48,000 ppb toluene, 15,000 ppb ethylbenzene, 79,000 ppb xylenes

HA-2: @ 11°0” - 9300 ppm GRO, 7400 ppb benzene, 250,000 ppb toluéne, 140,000 ppb ethylbenzene, 1,500,000 ppb xylenes,
170 ppm napthalene

RW-3: @ 9°0” - 1900 ppm GRO, 510 ppb benzene, 21,000 ppb toluene, 24,000 ppb ethylbenzene, 180,000 ppb xylenes

HA-1: @ 9°8” - 30 ppm GRO, <21 ppb benzene, 11 ppm naphthalene

* Depth values are in feet below land surface
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WHLRE AS, it is the desire and intention of the property owner to impose on the property restrictions which will make it
unnecessary to conduct additional soil or groundwater remediation activities on the property at the present time.

WHEREAS, natural attenuation has been approved by the Department of Natural Resources to remediate groundwater exceeding
ch. NR 140 groundwater standards within the boundaries of this property.

WHEREAS, construction of wells where the water quality exceeds the drinking water standards in ch. NR 809 is restricted by ch.

NR 811 and ch. NR 812. Special well construction standards or water treatment requirements, or both, or well construction
prohibitions may apply.

NOW THEREFORE, the owner hereby declares that all of the property described above is held and shall be held, conveyed or
encumbered, leased, rented, used, occupied and improved subject to the following limitation and restrictions:

Anyone who proposes to construct or reconstruct a well on this property is required to contact the Department of Natural
Resources’ Bureau of Drinking Water and Groundwater, or its successor agency, to determine what specific requirements
are applicable, prior to constructing or reconstructing a well on this property. No well may be constructed or
reconstructed on this property unless applicable requirements are met.

If construction is proposed on this property that will require dewatering, or if groundwater is to be otherwise extracted
from this property, while this groundwater use restriction is in effect, the groundwater shall be sampled and analyzed for

contaminants that were previously detected on the property and any extracted groundwater shall be managed in
compliance with applicable statutes and rules.

This restriction is hereby declared to be a covenant running with the land and shall be fully binding upon all persons acquiring the
above-described property whether by descent, devise, purchase or otherwise. This restriction benefits and is enforceable by, the
Wisconsin Department of Natural Resources, it successors and assigns. The Department, its successors or assigns, may initiate

proceedings at law or in equity against any person or persons who violate or are proposing to violate this covenant, to prevent the
proposed violation or to recover damages for such violation.

Any person who is or becomes owner of the property described above may request that the Wisconsin Department of Natural
Resources or its successor issue a determination that the restrictions set forth in this covenant are no longer required. Upon receipt
of such a request, the Wisconsin Department of Natural Resources shall determine whether or not the restrictions contained herein
can be extinguished. If the Department determines that the restrictions can be extinguished, an affidavit, with a copy of the
Department’s written determination, may be recorded to give notice that this groundwater use restriction is no longer binding.

“By signing this document, \//7/775 S »Z . 77 Z;/LA dW@asserts that he or she is duly authorized to sign this document on behalf
of Koch Petroleum Group, L.P.”

IN WITNESS WHEREOF, the owner of the property has executed this Declaration of Restrictions, this éf day of s/ébiﬁ

Signature: / %M @#\; oo

Printed Name: v James L //_/lhr/aM

Subscribed and sworn to before me A
This day of \tius , S0

KAREN Y. PHILLIPS
//Q ./5/&/(/4 7l ot % Notary Public - Stafe of Kansas
Notary(Pubhc, State of' | HQlsSHS : My Appt. Exp. “7-3/~ CO

My commission __ 7~.3/~—/)
This document was drafted by Koch Petroleum Group, L.P. based on comments from the Wisconsin Department of Natural
Resources.
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MAXIM

TECHNOLOGIES, INC.®

TABLE 3
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE

ELEVA, WISCONSIN
MAXIM # 9719005
PARAMETER 3 -
Gasoline Range Organics | 2000 | 1500 | 820 | 800 | 270 | 35 | ~o | N0 | ND NS | Ns
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene e 8.5 0w [nisid] wND ND ND ND ND 0.5 5
Toluene 12 6.7 33 1.9 ND 1.1 ND ND ND 68.6 343
Ethylbenzene 97 78 39 44 15 ND ND ND ND 140 700
Xylenes 280 210 110 70 19 ND ND ND ND 124 620
Methyl-tert-butyl-ether 39 5.8 a7 ND ND ND ND ND ND 12 60
1,3,5-Trimethylbenzene 37 25 14 18 6.9 ND ND ND ND 96 430
1,2,4-Trimethylbenzene 210 65 44 43 7.6 ND ND ND ND
Naphthalene * * 27 27 10 0.85 ND ND ND 8 40
All concentrations in ppb (ug/l) Koc3gw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
* = Parameter not analyzed

ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR CLIENTS, THE PUBLIC AND CURSELVES ALL MAXIM TECHNOLOGIES, INC.* REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.
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TECHNOLOGIES, INC.®

TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE

ELEVA, WISCONSIN
MAXIM # 9719005
PARAMETER
Gasoline Range Organics ] N0 | N | ND | ND | <18 | o5 | 440 | 420 | <90 Ns | s
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene ND ND ND ND <010 | 0.38 <0.10 | <0.18 0.5 5
Toluene ND ND ND ND <0.17 0.54 <0.17 | <0.18 68.6 343
Ethylbenzene ND ND ND ND <0.12 2 027 | <0.18 140 700
Xylenes ND ND ND ND <0.16 6.2 5 2.5 <0.51 124 620
Methyl-tert-butyl-ether 0.81 ND ND ND <0.17 | <0.17 | <0.17 3.2 <0.23 12 60
1,3,5-Trimethylbenzene ND ND ND ND <0.11 <0.11 0.47 <0.11 <0.18 96 480
1,2,4-Trimethylbenzene ND ND ND ND <0.15 3.5 1.9 3.9 <0.18
Naphthalene ND ND ND ND <2.2 4 30 23 <0.44 8 40
All concentrations in ppb (ug/l) xoc3gw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
ND = Parameter not detected

A€ AT DOATEATIAN TA AHIB AUEIITS TUC BUALIA AMR ALIDEEIIES A1 SAYIS TRALNOI NGIES INC ® REPORTS ARF SUAMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.




MAXIM

TECHNOLOGIES, INC.®

TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE
ELEVA, WISCONSIN

MAXIM # 9719005

PARAMETER

Gasoline Range Organics ] ND | ND [ ND | ND | ND | ND | ND | ND | ND | ND | <18 | <18 | <18 | 29 [ <9.0] s NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS

Benzene ND | ND | ND | ND | ND | ND | ND | ND | ND | ND [<0.10] <0.10| <0.10{ <0.10| <0.18] 0.5 5
Toluene ND | ND | ND | ND | ND | ND { ND { ND | ND | ND | <0.17]<0.17] <0.17| 0.35 | <0.18] 68.6 | 343
Ethylbenzene ND | ND | ND | ND | ND | ND | ND | ND | ND | ND |<0.12]<0.12| <0.12| 0.97 | <0.18] 140 700
Xylenes ND | ND | ND | ND | ND | ND | ND | ND | ND | ND | <0.16] <0.16] <0.16| 11 |<0.51] 124 620
Methyl-tert-butyl-ether ND | ND | ND | ND | ND | ND | ND | ND | ND | ND | <0.17] <0.17] <0.17| <0.17] <0.23} 12 60
1,3,5-Trimethylbenzene ND | ND | ND | ND | ND [ ND | ND | ND | ND | ND |<0.11|<0.11[<0.11]| 048 | <0.18) o 480
1,2,4-Trimethylbenzene ND | ND | ND | ND | ND | ND [ ND | ND | ND | ND | <0.15] <0.15] <0.15] 1.9 | <0.18

Naphthalene * * [ 011| ND [ ND| ND | ND | ND | ND | ND | <22 | <22 | <22 | 29 |<044] 8 40
All concentrations in ppb (ug/l) xoedgw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
* = Parameter not analyzed

ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR GLIENTS, THE PUBLIC AND OURSELVES ALL MAXIM TECHNOLOGIES, INC.* REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.
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TECHNOLOGIES, INC.®

TABLE 3 (Continued)

GROUNDWATER ANALYTICAL RESULTS

KOCH PETROLEUM GROUP, L.P.

KOCH TERMINAL - SPRUCE ROAD SITE

ELEVA, WISCONSIN
MAXIM # 9719005

ik e R

PARAMETER

Gasoline Range Organics | ND_| ND [ No ] ND ] ND T NDJ ND | NS | NS | <18 | <18 | <18 | <9.0 | <9.0 NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS

Benzene ND | ND [ ND | ND | ND | ND | ND | NS | NS | <010 <0.10] <0.10 | <0.18 | <0.18] 0.5 5
Toluene 21 | ND | No | ND | ND | ND | ND | NS | NS [<017]| <017 | 0.34 | <0.18] <0.18] 68.6 | 343
Ethylbenzene ND | ND | ND | ND | ND | ND | ND | NS | NS | <0.12 | <0.12 | <0.12 | <0.18 | <0.18 | 140 700
Xylenes ND | ND | ND | ND | ND { ND | ND | NS | NS | <0.16 | <0.16 | <0.16 | <0.51 | <0.51 ] 124 620
Methyl-tert-butyl-ether ND | ND | ND | ND | ND [ ND | ND | NS | NS | <017} <017 | <0.17 | <0.23 | <023} 12 60
1,3,5-Trimethylbenzene ND | ND | ND | ND | ND | ND | ND | NS | NS |<0.11)<011]<011]<018]<0.18] ¢ 480
1,2,4-Trimethylbenzene ND | ND | ND | ND | ND | ND | ND | NS | NS | <0.15] <0.15 | <0.15 | <0.18 | <0.18

Naphthalene * * 0.14 ND ND ND ND NS NS <22 | <22 | <22 | <0.44 | <0.44 8 40
All concentrations in ppb (ug/l) —

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard
< = Parameter was not detected and if present is less than the limit of detection reported

* = Parameter not analyzed
ND = Parameter not detected

AS A SAITUIAY BRATECTION TO A1 ~1IENTS THE BUNLIC AND OFIREEI VER Al1 MAXI TECHNO! OGIES. INC ® REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.
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TECHNOLOGIES, INC.®
TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE
ELEVA, WISCONSIN
MAXIM # 9719005

PARAMETER
Gasoline Range Organics] 66 | ND | ND | ND | ND | ND | <90 ] ns [ ns

PETROLEUM VOLATILE ORGANIC COMPOUNDS

Benzene 0.23 ND ND ND ND ND | <0.18) 0.5 5

Toluene 3.7 ND ND ND ND ND | <0.18] 68.6 | 343
Ethylbenzene 1.2 ND ND ND ND ND | <0.18 ] 140 700
Xylenes 7.4 ND ND ND ND ND | <0.51}F 124 620
Methyl-tert-butyl-ether ND ND ND ND ND ND | <0.23 ] 12 60

1,3,5-Trimethylbenzene 2.3 ND ND ND ND ND | <0.18 96 430
1,2,4-Trimethylbenzene 8.8 ND ND ND ND ND | <0.18
Naphthalene * * 0.1 ND ND ND | <0.44 8 40

All concentrations in ppb (ug/l) koc3gw
NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported

* = Parameter not analyzed

ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR CLIENTS, THE PUBLIC AND OURSELVES ALL MAXIM TECHNOLOGIES, INC.® REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CUENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.
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TECHNOLOGIES, INC.®

TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE
ELEVA, WISCONSIN
MAXIM # 9719005 °

PARAMETER
Gasoline Range Organics ND l ND | ND | ND [ <0.0 NS | NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS

Benzene ND ND ND ND | <0.18}f 0.5 5

Toluene ND ND ND ND | <0.18] 68.6 | 343
Ethylbenzene ND ND ND ND | <0.18] 140 700
Xylenes ND ND ND ND | <0.51§ 124 620
Methyl-tert-butyl-ether ND ND ND ND | <0.23} 12 60

1,3,5-Trimethylbenzene ND ND ND ND <0.18

96 480
1,2,4-Trimethylbenzene ND ND ND ND <0.18
Naphthalene 0.13 ND ND ND | <0.44 8 40
All concentrations in ppb (ug/l) koc3gw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR CLIENTS, THE PUBLIC AND OURSELVES ALL MAXIM TECHNOLOGIES, INC.* REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.
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TECHNOLOGIES, INC.®
TABLE 3 (Continued)

GROUNDWATER ANALYTICAL RESULTS

KOCH PETROLEUM GROUP, L.P.

KOCH TERMINAL - SPRUCE ROAD SITE

ELEVA, WISCONSIN
MAXIM # 9719005

PARAMETER

Gasoline RangeOrganics ]| 96 | ND | ND | ND | ND | ND | ND | ND | ND | ND | <18 | <90 ] ns | s
PETROLEUM VOLATILE ORGANIC COMPOUNDS

Benzene W95 1.2 0.4 ND ND ND ND ND ND ND | <0.10] <0.18] 0.5 5
Toluene ND ND ND ND ND ND ND ND ND ND | <0.17 | <0.18 ] 68.6 343
Ethylbenzene 4.1 ND ND ND ND ND ND ND ND ND | <0.12] <0.18] 140 | 700
Xylenes 5.6 ND ND ND ND ND ND ND ND ND | <0.16 | <0.51 124 620
Methyl-tert-butyl-ether ND ND 12 ND ND ND ND ND ND ND | <0.17 | <0.23)] 12 60
1,3,5-Trimethylbenzene ND ND ND ND ND ND ND ND ND ND | <0.11 | <0.18 96 430
1,2,4-Trimethylbenzene ND ND ND ND ND ND ND ND ND ND | <0.16| <0.18

Naphthalene 3.7 * * ND ND ND 1.1 ND ND ND <22 | <0.44 8 40
All concentrations in ppb (ug/l) kocagw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
* = Parameter not analyzed

ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR CLIENTS, THE PUBLIC AND OURSELVES ALL MAXIM TECHNOLOGIES, INC.® REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.
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TECHNOLOGIES, INC.®

TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE
ELEVA, WISCONSIN
MAXIM # 9719005

PARAMETER
Gasoline Range Organics ND I ND | ND I ND | <9.0 NS | NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS

Benzene ND ND ND ND | <0.18f 0.5 5

Toluene ND ND ND ND | <0.18} 68.6 | 343
Ethylbenzene : ND ND ND ND | <0181 140 700
Xylenes ND ND ND ND | <0.51] 124 620
Methyl-tert-butyl-ether ND ND ND ND | <023 12 60

1,3,5-Trimethylbenzene ND ND ND ND | <0.18

96 480
1,2,4-Trimethylbenzene ND ND ND ND | <0.18
Naphthalene 0.11 ND ND ND | <0.44 8 40
All concentrations in ppb (ug/l) Koc3gw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR CLIENTS. THE PUBLIC AND OURSELVES ALL MAXIM TECHNOLOGIES, INC.® REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.




XIM

TECHNOLOGIES, INC. ®

TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE
ELEVA, WISCONSIN
MAXIM # 9719005

PARAMETER
Gasoline Range Organics ND | ND [ ND | ND | <90 NS I NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS

Benzene ND ND ND ND | <0.18§ 0.5 5

Toluene ND ND ND ND | <0.18 ] 68.6 | 343
Ethylbenzene ND ND ND ND | <0.18 ]| 140 700
Xylenes ND ND | -ND ND { <0.51} 124 620
Methyl-tert-butyl-ether ND ND ND ND | <0.23] 12 60

1,3,5-Trimethylbenzene ND ND ND ND | <0.18 96 480
1,2,4-Trimethylbenzene ND ND ND ND | <0.18
Naphthalene 0.13 ND ND ND | <0.44 8 40

All concentrations in ppb (ug/l) koclgw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR GLIENTS, THE PUSLIC AND OURSELVES ALL MAXM TECHNOLOGIES, INC.® REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.




MAXIM

TECHNOLOGIES, INC.®

KOCH TERMINAL - SPRUCE ROAD SITE

TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.

ELEVA, WISCONSIN

MAXIM # 9719005

PARAMETER
Gasoline Range Organics ]36,000] * _]43,000] 1700 | 420 | 1700 | 100 | 330 [27000] 24000] 230000 Ns | ns
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene 35;800: * 3 2.6 4.3 0.5 5
Toluene 40:000f * , 2.7 8.9 68.6 | 343
Ethylbenzene 1,400 * $100] ND | ND 140 | 700
Xylenes 54001 *+ |:6:8000] 580 | 100 | 550 16 100 124 | 620
Methyl-tert-butyl-ether 25 * ND ND ND ND 12 60
1,3,5-Trimethylbenzene 240 * 12 29 | 37 19 95 | as0
1,2,4-Trimethylbenzene  |::880:.] * 14 64 1.5 10
Naphthalene * * 28 7.5 11 ND 4.4 8 40
All concentrations in ppb (ug/l) Koc3gw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
* = Parameter not analyzed

ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR CLIENTS, THE PUBLIC AND OURSELVES ALL MAXIM TECHNOLOGIES, INC.® REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS 1S RESERVED.




MAXIM

TECHNOLOGIES, INC.®

TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE
ELEVA, WISCONSIN
MAXIM # 9719005

PARAMETER
Gasoline Range Organics | 3000 | 250 | 73 | ND | 9700 | 1500 | 5700 | 5400 | 1400 | Ns | s
PETROLEUM VOLATILE ORGANIC COMPOUNDS

| Benzene = 65| 0.34 0.46 86 | R0 22 0.5 5
Toluene .i480<] 33 | 1.3 | ND 630 |::500. | 92 | 68.6 | 343
Ethylbenzene 36 33 | ND | ND 67 | 110 | 26 | 140 | 700
Xylenes +9205] 59 6.7 | 0.37 |3000:| 300 |:1500 | 1200°| 330 | 124 | 620
Methyl-tert-butyl-ether ND | ND [ ND | ND | ND | ND | 52 | 44 | 46 12 60

1,3,5-Trimethylbenzene 59 6.7 3.1 0.38 | 4060] 91 [.170 | 140-| 55 96 480

1,2,4-Trimethylbenzene 180 | 6.1 1.5 1810, | 100 | -4 390:| 110

Naphthalene Ji55:4 6.7 1.3 27 18 8 40
All concentrations in ppb (ug/l) koclgw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR CLIENTS, THE PUBLIC AND OURSELVES ALL MAXIM TECHNOLOGIES, INC.® REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM OUR REPORTS IS RESERVED.




MAXIM

TECHNOLOGIES, INC.®

TABLE 3 (Continued)
GROUNDWATER ANALYTICAL RESULTS
KOCH PETROLEUM GROUP, L.P.
KOCH TERMINAL - SPRUCE ROAD SITE
ELEVA, WISCONSIN

MAXIM # 9719005
PARAMETER
Gasoline Range Organics | 5,000 | 16000| 820 | 11000] 280 | 64 | 8400 ]| 9,000 5800] ~s [ s
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene %3007 |7:410: 0.5 5
Toluene 68.6 | 343
Ethylbenzene 140 700
Xylenes 124 620
Methy!-tert-butyl-ether 12 60
1,3,5-Trimethylbenzene 96 430
1,2,4-Trimethylbenzene
Naphthalene 8 40
All concentrations in ppb (ug/l) ' Koc3gw

NS = No applicable standard

PAL = WDNR Preventative Action Limit

ES = WDNR Enforcement Standard

< = Parameter was not detected and if present is less than the limit of detection reported
ND = Parameter not detected

AS A MUTUAL PROTECTION TO OUR CLIENTS, THE PUBLIC AND OURSELVES ALL MAXIM TECHNOLOGIES, INC.* REPORTS ARE SUBMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS AND AUTHORIZATION OF STATEMENT, CONCLUSIONS OR EXTRACTIONS FROM GUR REPORTS 1§ RESERVED,




State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

West Central Region Headquarters

Tommy G. Thompson’ Governor 1300 W. Clairemont Avenue

George E. Meyer, Secretary PO Box 4001

WISCONSIN Scott A. Humrickhouse, Regional Director Eau Claire, Wisconsin 54702-4001
DEPT. OF NATURAL RESOURCES TELEPHONE 715-839-3700

FAX 715-839-6076
TDD 715-839-2786

August 31, 2000 BRRTS# 02-18-151680
Eau Claire County

Mr. Greg Schrab

Koch Transportation & Operations Services
P.O. Box 64596

St. Paul, MN 55164

SUBJECT:  CASE CLOSURE: Koch Pipeline Facility Remediation Project in the SE 1/4 of the
SE 1/4, Section 3, T25N, RO9W, Town of Pleasant Valley, Eau Claire County,
Wisconsin

Dear Mr. Schrab:

On August 31, 1999, the above-named site was reviewed by the West Central Region Closeout
Committee for a determination as to whether or not the case qualified for close out under
ch. NR 726, Wis. Adm. Code.

Based on the investigative and remedial documentation which you provided to the Department, the
Department granted conditional closure status to the site on December 7, 1999, contingent upon your
placement of a groundwater use restriction on the property and proper abandonment of the site’s
groundwater monitoring wells. On August 21, 2000, the Department received a copy of the recorded
groundwater use restriction and supporting well and remediation system abandonment documentation.
The Department therefore considers the case "closed," having determined, pursuant to ch. NR 726, Wis.
Adm. Code, that no further action is necessary at the site at this time.

Based on the closure documentation which you provided to the Department, it appears that petroleum
contaminated soil remains at this site, and that the residual soil contamination still present at the above-
referenced site does not represent a threat to public health, welfare, or safety, or the environment at this
time. You should be aware that if this contaminated soil should be excavated or disturbed in the future, it
must be properly handled as a solid waste, unless future testing finds this to be unnecessary.

| appreciate your concern and cooperation in this matter. If you should have additional questions related
to this matter please feel free to contact me at (715) 839-1602.

Sincerely,
Hydrogeolodgist

c: Mr. Greg Aldrian, Maxim Technologies, 555 S. 72™ Ave., Wausau, WI 54401
Dale Ziege - RR/3
Ms. Lori Huntoon, Wis. Dept. of Commerce, P.O.Box 7838, Madison, Wl 53707-1381

Quality Natural Resources Management
Through Excellent Customer Service



